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Abstract In recent years, many structures were made by
welding. On the other hand, newmaterials are used to improve
the performance of the structure. However, the welding of a
new material is difficult and it is difficult to predict the best
condition of welding. It is hoped to develop a numerical anal-
ysis method to predict welding condition of a new material.
The welding arc can be calculated by some grid method. But it
is difficult to calculate the surface shape of welding pool by
grid method because the surface shape of welding pool and
weld penetration is deformed violently by some force. Mov-
ing particle semi-implicit (MPS) method is the numerical
method which can be applied because the shape of surface is
calculated easily. This method is good at calculation of large
deformation and matches numerical analysis of welding pro-
cess. In the present study, a particle simulation model is de-
veloped. The convection in welding pool was analyzed using
these models. TheMarangoni force is worked toward low tem-
perature side in calculation. Then, the calculated weld penetra-
tion became wide and shallow. On the other hand, in calcula-
tion, the Marangoni force is worked toward high temperature
side. The calculated penetration becomes narrow and deep.
Keywords (IIW Thesaurus) Welding . Heat . Particles .
Simulating
1 Introduction
Welding is a technology that melts a material and filler metal by
the plasma arc. The surface shape and the penetration shape are
deformed by the influence of four types of convections, as
shown in Fig. 1. The four types of convections interact with each
other. As a result, complicated flow will occur in welding pool.
In welding pool, the heat energy is transported by the flow, and
the shape of the welding pool changes [1]. For example, in the
case of a strong outward convection, the heat energy will be
transported for outside, and the weld penetration becomes shal-
low andwide. In contrast, in the case of a strong inward flow, the
heat energywill be transported along the depth direction, and the
weld penetration becomes narrow and deep. Therefore, the
shape of the bead and penetration of the weld zone can signifi-
cantly affect the mechanical performance of a joint, and hence,
predicting the shape created by welding is essential. However,
prediction via conventional computational fluid dynamics is dif-
ficult because the melting section is deformed greatly by arc
affect and convections.
On the other hand, the moving particle semi-implicit (MPS)
method developed by Koshizuka [2–4] expresses fluid flow as a
collection of particles. This facilitates the calculation of large
deformations, free surfaces, and the breakup or union of fluids.
However, many other particle methods such as smoothed
particle hydrodynamics (SPH) and molecular dynamics (MD)
are currently available. SPH can be used for various problems,
but the governing equation is difficult and computationally ex-
pensive. MD is also very useful; however, molecular behavior is
determined on a nanoscale. The size of the welding area varies
from millimeters to meters, and hence, MD calculations are
unsuitable for the simulation of welding. If welding simulations
are to be used in the production field, then simple and fast
calculations are required. The MPS method is easy to use and
requires less computational effort than other particle methods.
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Therefore, we believe that theMPSmethod is well suited for the
analysis of welding.
In this study, we determine the forming mechanism of a
welding pool. To determine welding pool phenomena, we
developed an MPS method that incorporates a thermal con-
duction model, heat transfer and radiation model, melting and
solidification model, and surface tension model. However,
determining both the welding arc and welding pool phenom-
ena using the MPS method is difficult because it is extremely
time consuming and has high calculation cost. As such,
welding arc analysis is performed using the lattice-based Fi-
nite Volume Method (FVM). To reduce computational cost,
welding arc data are then used by the MPS method as bound-
ary conditions or source calculations. In this study, we de-
scribe the addition of a physical model to the MPS method
and report the results of the welding pool analysis.
2 Moving particle semi-implicit
2.1 Moving particle semi-implicit
In this study, we use the MPS method developed by Koshizuka
[2–4] to perform an incompressible flow analysis. We also use
the program code provided by the BMPS Code User Group.^





∇P þ υ∇2uþ g þ Fs þ Fma: ð1Þ
Here, u, ρ, P, ν, g, Fs, and Fma are the velocity, density,
pressure, kinematic viscosity, gravity, surface tension, and
Marangoni force, respectively. Equation (1) includes both gra-
dient and Laplacian differential operators. These operators are
discretized by the particle interaction model of a common
MPS method.
Equation (1) is discretized using a numerical model for
Laplacian and gradient operators; this model considers the
interaction between the particles. The gradient differential op-

























  h i: ð3Þ
Here, φ is a physical quantity, d is the number of dimen-
sions, n0 is particle number density at the initial condition of a
disposed particle, r is the position of the particle, and w is the
weight function. The weight function w varies with the dis-
tance between the calculated particle and surrounding parti-
cles. The effect of the surrounding particles is considered by
the weight function w when their interaction with the calcula-
tion particle is determined. Moreover, particle i refers to the
calculated particle whose number density ni is defined as fol-
lows [2–4]:











  : ð5Þ
Here, re is the effective radius. The effect of other particles
on the effective radius of particle i is considered in the calcu-
lation; r is the distance between particles i and j, and ri and rj
are their respective positions. Furthermore, particles j are the
particles surrounding particle i in a volume of effective radius
re.
λ is a parameter used for normalization in Laplacian model









   : ð6Þ
The momentum and energy equations are determined from
Eqs. (2)–(6).
A temporary velocity is calculated and used to determine
the gravity and surface tension terms via an explicit calcula-
tion; the velocity is then corrected by a pressure equation. The
particle number density is changed by the temporary velocity.
This density is proportional to that of the material. In fact,
instead of using the material density, pressure can be described
(a) Drag force by Arc flow (b) Buoyancy
magnetic field
current
(d) Electromagnetic(c) Surface tension
Fig. 1 Convection in a welding pool
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in terms of the initial particle number density n0 and tempo-
rary particle number density n*.





Here, kn is the time step of the calculation. The momentum
equation is formulated as follows. First, the gravity and sur-
face tension terms are calculated by an explicit method. Sec-
ond, the viscosity term is determined by an implicit method
and is used to calculate the stable high-viscosity fluid flow.
Third, after moving the particle temporarily, the Poisson equa-
tion of pressure is formulated using an implicit method. How-
ever, the particle method results in unrealistic pressure oscil-
lations at high frequencies. Therefore, we used the suppres-
sion method developed by Kondo and Koshizuka [5] to sup-
press these oscillations. Other calculations were performed as
described in references [2–4].
2.2 Analysis model of thermal conduction, melting,
and solidification
A law of energy conservation must be incorporated in the
modeling of thermal conduction, melting, and solidification.
This conservation of energy is given as follows:
Dh
Dt
¼ k∇2T þ Q; ð8Þ
Here, h, T, k, and Q are the enthalpy (energy per unit vol-
ume), temperature, thermal conductivity, and total amount of
heat, i.e., the sum of heat input and radiation, respectively.
Heat is input when Q>0 and radiated when Q<0. The first
term on the right is discretized by the Laplacian of the MPS
method, and the thermal conduction is calculated.
In this study, enthalpy at the position of a particle is calcu-
lated, and temperature is subsequently determined using
Eq. (9). The temperature does not change while changing
phase because it is influenced by latent heat.
Ti ¼
Tm þ h−hsρCPs h < hsð Þ
Tm hs < h < hlð Þ




Fig. 2 Schematic showing the angle θ
Fig. 3 Schematic of the position of the background lattice
Fig. 4 Schematic of the interpolation between particles
Fig. 5 Schematic of the region considered in the calculation. The
hatched and central regions denote the high-temperature side surface
and low-temperature iron plate, respectively
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Here, Ti is the temperature of the particle, Tm is the melting
temperature, hs is the enthalpy at the start of melting, and hl is
the enthalpy at the end of melting; CPs and CPl are the specific
heat of solid and liquid, respectively. In this study, heat loss by
the vaporization of the molten metal is not considered in the
simulation.
The quantity of heatQ is defined as the sum of radiation qo,
heat transfer qc, and heat input qi.
Q ¼ qo þ qc þ qi: ð10Þ
The amount of radiation qo is calculated using Eq. (11):
qo ¼ −εσ T 4−T4a
 
Si: ð11Þ
Here, ε, σ, T, and Ta are the radiation ratio, Stefan–
Boltzmann constant, temperature in the heated region, and
surrounding temperature, respectively. In this study, Ta is
300 K because the heat input is calculated by the arc simula-
tion using the lattice method. If the heat input at the tempera-
ture of the atmosphere Ta is used, then the heat input will be
counted twice. To avoid this double count, only heat emission
is considered in Eq. (11), and the temperature of the atmo-
sphere is considered to be 300 K.
Si is the surface area of particle i. In the particle method, the
surface area varies with the particle number density. The in-
terparticle spacing r0 of cubic particles is equal to the length of






Here, n0 is the initial particle number density, ni is the
current particle number density of particle i, and Ns is the
number of surface areas. For example, Ns is 4 for two-
dimensional (2D) calculation and 6 for three-dimensional cal-
culation. If ni is 0 when there is nothing around particle i, then
the surface area is Nsr0
2. If ni is n
0, corresponding to the
density of the material, then the surface area is 0. Particles
placed on the corner of the cube have surface areas of 0–
Nsr0
2, which are determined via interpolation.
In addition, convection heat transfer qc is calculated from
heat transfer coefficient α and Newton’s law of cooling.
qc ¼ α Tm−Tað Þ: ð13Þ
The solid rate γ is defined as the rate of solid and liquid in
particles and is calculated from the enthalpy [2] using Eq. (14)
to calculate melting and solidification and to determine the
phase of a material.
γ ¼
1 h < hsð Þ
hs−h
hl−hs
hs < h < hlð Þ
0 h > hlð Þ
8><
>: : ð14Þ
Therefore, the material is completely solid when γ is 1 and
liquid when γ is 0. If γ is neither 0 nor 1, the material is a
mixture of solid and liquid. Moreover, reciprocal average is
used for determining the thermal conductivity k of this mixed
Table 1 Properties of the iron plate used in the thermal conduction
calculation
Density ρ in kg/m3 7870
Thermal conductivity k in W/m/K 76
Specific heat Cp in J/kg/K 460.0
Material particle number 2601
Fig. 6 The result of the MPS
calculation and comparison of the
1D temperature distribution. a
The MPS results are color coded
according to temperature; b 1D
temperature distribution obtained
after 300 s. The red and blue lines
denote the MPS and analytically
determined results, respectively
Table 2 Parameters used in the calculation of heat transfer and
radiation
Density ρ in kg/m3 7920.0
Thermal conductivity k in W/m/K 26.8
Specific heat Cp in J/kg/K 641.0
Emissivity 0.9
Outside temperature in °C 25
Material particle number 25,536
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state because generally thermal conductivity k is different








Here, s and l indices denote solid and liquid, respectively.
The kinematic viscosity, thermal conductivity, and specific
heat are determined from table of temperature values. The
values between each temperature are interpolated and used
for the calculation of the particle.
Thermal conduction, melting, and solidification are calcu-
lated after being added to the computational algorithm of the
MPS code. In this study, the temperature, melting, and solid-
ification are calculated after solving the momentum equation
and determining the motion of the particles.
2.3 Surface tension and Marangoni force
The improved potential model proposed by Ito et al. [7] is
used to calculate the surface tension. The equation given be-
low is used to calculate potential applied between particles.
Φ rð Þ ¼ Cφ rð Þ; ð16Þ






r0 þ 12 re
	 





Here, C is the coefficient of the potential function, and r0 is
the initial distance between the particles. The potential force
Fi
po exerted by particle j on the effective radius of particle i is
calculated from Eq. (19).
In Eq. (16), considering relations of C and surface tension
coefficient σ is necessary because the potential coefficientC is
unknown. However, the surface tension coefficient σ is equiv-
alent to the energy saved in the surface per unit area. If the
energy needed to create the surface is calculated, the relation
between the energy and surface tension can be derived. When
we divide a particle of diameter l0 into two surfaces, each with
a surface area of l0
2, then the energy is calculated from the
equation as follows:
2σl20 ¼ Φ rð Þ: ð18Þ
If the surface tension coefficient σ is known, then the po-







  r j−rir j−ri : ð19Þ
The potential force results in an attraction between the par-
ticles. However, forces of repulsion are also exerted from in-
side the fluid. The surface tension is modeled as the total force
of attraction between the particles and repulsion from inside
the fluid and is defined as follows:
Fig. 7 Schematic of the calculation model. The size of the calculation
model was 1/4th that of 110 mm×74 mm×11 mm (i.e., the hatched area)
Fig. 8 Result of the cooling process of stainless steel showing
temperature plotted as a function of time. Results from the ABAQUS
and MPS calculations are plotted as solid lines and symbols, respectively
Fig. 9 Schematic of the thermal cavity. The area surrounded by the wall.
One side of the wall is fixed at a high temperature and the other at 0 K
Table 3 Properties of the thermal cavity used in the calculation
Density ρ in kg/m3 1.176
Thermal conductivity k in W/m/K 26.3×10−3
Specific heat Cp in J/kg/K 1007
Expansion coefficient 3.75×10−3
Material particle number 2601
Rayleigh number Ra 103–105
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Fi ¼ δs cosθi
sin3θi
Fpoi : ð20Þ
Here, θi is an angle between particle i and other particle, as
shown Fig. 2. δs is constant. It is assumed that the surface
tension affects only the outermost surface particles. However,
particles that are designated as surface particles are frequently
located at depths of two or three times that of the particle
radius, away from the surface. To affect only the outermost
surface particles, a correction coefficient δs is used. In this
study, δs=0.4 was used for the calculations because this value
led to more stable results than other values tested.
We also added a wettability model such as that proposed by
Ito et al. [7]; this model considers the wettability of the fluid.
The Marangoni force is a surface force that results from the
temperature-dependent coefficient of the surface tension. In
this study, the model developed by Koshizuka et al. [7] was
used to calculate the Marangoni force using Eq. (21). Thus,
the surface tension coefficient is proportional to the potential
coefficient C, and the Marangoni force is determined as





  ∂Φ r j−ri  
∂ r j−ri
  r j−rir j−ri  ; ð21Þ
Ci ¼ σi T ið Þσ0 T0ð Þ C0: ð22Þ
Here, Ci and Cj are the potential coefficients of particles at
the fluid surface, and C0 is the standard potential coefficient
calculated from the surface tension coefficient σ0(T0) at
temperature T0. As Eq. (22) shows, Ci depends on the temper-
ature of each particle, standard potential coefficient C0, sur-
face tension coefficient at room temperature σ0(T0), and sur-
face tension coefficient at each particle temperature σi(Ti). δm
is constant, and δm=0.4 is was used for the calculations be-
cause this value led to more stable results than other values
tested.
2.4 Arc force
The effect of the arc force calculated by the FVM using
Tanaka’s arc model [1] is considered in the MPS method as
a boundary condition. In the arc calculation, two types of
boundary conditions are applied at the surface of the base
material, i.e., if the base material is solid, then its surface is
considered as a wall, and the velocity of the solid area is zero.
However, if the base material is liquid, then its surface is
considered as fluid, which has the same density and viscosity
as the base metal.
The node position and arc conditions (velocity and pres-
sure) at each node calculated by the FVM are used as the
background lattice in the particle method calculation. Figure 3
shows a schematic of the particle positions and background
lattice. In Fig. 3, the red, yellow, and gray circles represent
surface, liquid, and solid particles that are affected by the arc
flow, move freely, and immobile, respectively.
The pressure was calculated by the MPS method using the
Dirichlet boundary condition in which a pressure of zero was
assigned to the outermost surface particle. However, the cal-
culated arc pressure was applied to the outermost surface
particle.
The velocity of the fluid flow is then fixed in space; be-
cause this calculation incorporates one-way coupling, the cal-
culated velocity does not consider the shape of the welding
pool surface. Therefore, the effect of the arc is reduced when
the surface of the welding pool moves large distances from the
background lattice. This reduced arc effect results in a rise in
the surface of the welding pool. However, if the surface of the
molten pool rises and the arc effects are increased, then the
surface of the welding pool moves toward the arc again. This
Fig. 10 Comparison of a flow
line and b boundary temperature.
The temperature lines were
superimposed on the MPS result
Table 4 Parameters used in the solidification calculation
Phase Water Ice
Density ρ in kg/m3 1000 1000
Thermal conductivity k in W/m/K 2.2
Specific heat Cp in J/kg/K 4200 2000
Latent heat Ql in J/m
3 3.335×108
Material particle number 6400
132 Weld World (2016) 60:127–136
results in an instability in the welding pool behavior, and the
calculation becomes unstable.
To avoid this instability, a background lattice is
superimposed on the initial surface. This background lattice
affects particles near the surface. In addition, changes in the
shape of the surface are considered during the calculation.
As Fig. 4 shows, the flow velocity resulting from the
welding arc and pressure is interpolated for particles at the
surface of the background lattice because the arc force acts
only on the surface of the welding pool. The velocity is cal-
culated using the equations as follows.
Va ¼ V 2−V 1ð Þ xi−x1x2−x1 þ V 1
Vb ¼ V 4−V 3ð Þ xi−x1x2−x1 þ V 3
8><
>: ; ð23Þ
V i ¼ Vb−Vað Þ yi−y1y2−y1
þ Va: ð24Þ
Here, x1–2 and y1–2 are the positions of nodes 1–4 in Fig. 4;
xi and yi are the positions of particle i; V1–4 is the value at
nodes 1–4; Va and Vb are the interpolation values along the x
axis; and Vi is the value resulting from the interpolation of
particle i. The pressure term is usually calculated using the
Dirichlet boundary condition in which a pressure of zero is
assigned to the surface particles. The arc pressure is the only
input pressure used in this study.
The shear force at the surface of the welding pool results
from the viscosity between the arc flow and surface of the
welding pool. Moreover, the arc flow induces a drag on the
pool. In a 2D calculation, the velocity u*liquid resulting from
the arc force is determined from Eq. (25); uarc and u
k
liquid are
the fluid velocity resulting from the welding arc and convec-









The density ratio ρgas/ρliquid is used to account for the fact
that gas and liquid have differing densities; ρgas and ρliquid are
the respective densities of the arc plasma and molten metal, ν
is the kinematic viscosity of the plasma, r0 is the initial dis-
tance between the particles, and Δt is the time increment.
Equation (25) is calculated explicitly before solving the
Poisson equation of pressure, and u*liquid is defined as a virtual
velocity of the particles.
3 Validation of thermal model
3.1 Thermal conduction
The thermal calculation inserted in the MPS method was val-
idated. One-dimensional (1D) unsteady thermal analysis was
performed at a plate to validate the thermal analysis performed
via the MPS method. Equation (26) was used to determine the
Fig. 11 The results of
solidification showing the
boundary between the water and
ice after 20, 40, and 60 min. The
symbols and solid lines denote the
results of theMPS calculation and
experiment by Saitho,
respectively, for a the entire
region and b part of the corner
Fig. 12 Distribution of the input heat energy Fig. 13 Schematic of the calculation model of the particle method
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1D unsteady thermal conduction and was formulated to com-
pare the results thereof with those obtained from the MPS
method. Figure 5 shows a schematic illustration of the system
used in this calculation. The temperatures of the iron plate and
side surface were set to 300 and 500 K, respectively. The
upper and bottom sides were set as the insulation boundary.
In addition, the 1D temperature distribution at the center of the
plate obtained via calculation from Eq. (26) was compared



























Here, T, T0, a, π, t, L, and x are the temperature, initial
temperature, thermal diffusivity, circular constant, time, thick-
ness of iron plate, and position of calculation point. The
material-temperature-dependent shift in thermal properties
was not considered in this calculation. Table 1 lists the prop-
erties of the iron plate.
The temperature distributions obtained after t=300 s were
compared. Figure 6 shows the temperature distributions and
corresponding graph of the analytically determined solution
and the result of the MPS method. The maximum deviation
between the results was 1.5 %. Furthermore, the thermal con-
duction was accurately modeled by the MPS method.
3.2 Heat transfer and radiation
Heat transfer was validated by investigating the cooling pro-
cess of a stainless steel plate. Table 2 lists the material prop-
erties of the stainless steel used for the calculation performed
under the assumptions of air atmosphere. The coefficient of
heat transfer is calculated by considering natural convection.
Figure 7 shows a schematic of the calculation region. Temper-
ature was also calculated using ABAQUS and compared at
points 1–4 in Fig. 4.
Figure 8 shows the result of the investigation of the cooling
process at each point for 60 s. The temperatures calculated for the
60 s were compared, and a maximum deviation of 5 % was
obtained between the MPS and ABAQUS results. Furthermore,
deviations of 2 and 5%were obtained in the case of points 1 and
2 that were placed at the center and edge of the top surface,
respectively. The MPS result revealed a tendency for faster
cooling than ABAQUS. The same element size was used in both
calculations. However, the respective surface areas of the
ABAQUS and MPS models were calculated as that correspond-
ing to a square and the particle number density. Thus, the surface
in the former calculation was slightly larger than that of the latter.
3.3 Convection of buoyancy
Buoyancy results from a temperature difference, and natural
convection occurs in a fluid. A thermal cavity was determined
to verify the convection of buoyancy, and the results were
compared with those obtained using the FVM described by
Davis [8]. Figure 9 shows a schematic illustration of the ther-
mal cavity. The Rayleigh number (Ra) was changed by vary-
ing the temperature of the high-temperature side; the temper-
ature of the low-temperature side was set to zero. Ras of 103,
104, and 105 were used in the calculation; Table 3 lists the
properties of the thermal cavity considered.
Figure 10 shows one of the results obtained for Ra=103
and reveals a close (qualitative) correspondence between the
flow line and temperature distribution of the MPS method and
FVM. To compare the results quantitatively, the maximum
velocity associated with each Ra result was converted to a
dimensional-less variable. With this non-dimensional vari-
able, deviation (error values) of 6, 15, and 8 % were obtained
between the MPS and FVM results for Ra=103, 104, and 105,
respectively.
3.4 Melting and solidification
The solidification of water was investigated to validate the
implemented melting and solidification model. A 79 mm×
79mm areawas filled with water of 0 °C, which was solidified
from the exterior to interior by cooling the outer wall at a rate
of 0.085 °C/min. Table 4 lists the parameters used in the cal-
culation. This problem was examined experimentally by
Table 5 Parameters used in the weld pool calculation
Average distance r0 in m 0.00015
Number of particle 4961
Time step in s 5.0×10−6
Phase Molten iron Solid iron
Density ρ in kg/m3 7000 7000
Thermal conductivity k in W/m/K 40.9–45.2 34.6–80.0
Specific heat Cp in J/kg/K 795 450
Melting point Tm in K 1809
Latent heat Ql in J/m
3 1.944×109
Surface tension coefficient σ in N/m ±0.49×10−3T+2.625
Calculation time t in s 1.0
Fig. 14 Temperature dependence of the surface tension
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Saitho [9]. The present calculation was based on the assump-
tion that water flow and heat transfer did not occur. The tem-
perature of the water was set to zero, and the thermal conduc-
tivity of ice was used for the calculation because thermal con-
duction occurred only between the ice and water.
Figure 11 reveals a close correspondence between the cal-
culated and experimental results for the center of each side of
the cavity. However, the boundary shape at the corner was
round in the case of the latter than the former. This indicates
that the boundary in the MPS method had a lower cooling
ratio than that in the experiment. According to Saito et al.,
the temperature decreases readily at the corner of the region.
However, the tendency for temperature decrease was not con-
sidered in this calculation.
4 Analysis of arc welding
4.1 Conditions
The MPS method was used to calculate the welding pool in
2D, and the arc flow was considered. Furthermore, the stable
TIG arc was determined by the FVM and then by the particle
method. The parameters used for the arc determination includ-
ed current, Ar gas flow rate, arc length, cathode tip angle, base
metal, and cathode material of 200 A, 10 L/min, 5 mm, 60°,
pure iron, and tungsten, respectively. The results of the calcu-
lation were output at each node. These data were then used for
the particle method calculation. The approximated heat input
was proportional to the distance from the center of an arc to
the surface particles. Figure 12 shows the distribution of heat
input; Fig. 13 shows the 2D model of the particles from the
iron plate. In addition, Table 5 lists the parameters used in the
calculation, and Fig. 14 shows the temperature dependence of
the surface tension. The surface tension of pure iron had a
negative temperature coefficient. For comparison, we also
performed the calculation for a positive temperature
coefficient.
5 Results and discussion
Figures 15 and 16 show the calculation result and velocity
vector, respectively.
As Fig. 15 shows, the surface tension acts in the direction
of low temperature, and outward convection was induced with
Fig. 15 Result of the welding
pool analysis with the arc force
color coded according to
temperature for a negative and b
positive temperature coefficients
of surface tension
Fig. 16 Distribution of the vector
for a negative and b positive
temperature coefficients of the
surface tension. The arrow length
denotes the magnitude of the
velocity
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the arc flow. The weld penetration became wide and shallow
with heat transfer to outside via an outward flow. However, as
Fig. 15b reveals, the positive surface tension acts in the direction
of high temperature, thereby inducing inward convection. The
resulting heat transferred in the through-thickness direction by an
inward flow, and the weld penetration became narrow and deep.
As Fig. 16b shows, the outward flowing arc stream is located
at the surface. There is also a strong inward convection, although
the velocity of theMarangoni convection is significantly smaller
than the arc velocity. This stems possibly from an underestima-
tion of the arc force defined in Eq. (25). Moreover, the influence
of the arc flow should change with the deformation of the
welding pool surface, and the model must be adapted or a new
model must be developed to take this into consideration.
The actual material has, in fact, a negative surface tension
coefficient. The result obtained using the negative coefficient
was compared with the experimental result; the melting shape
resulting from the MPS calculation was more than that from
the experiment. This may be attributed to the thermal energy
that remained in the welding pool because the input heat could
not move to the front or back sides of the 3D model. Further
investigation is required to explain the aforementioned differ-
ence in shape.
6 Conclusions
We developed an MPS method for modeling welding effects.
This method allows the representation of a free surface, clear
boundary shape, and easily calculated phase shifts.
1. To calculate the heat effect, we added a heat conduction
model and a melting and solidification model to the MPS
method. Surface tension and Marangoni force models
were also added to determine the surface tension and
Marangoni convection.
2. The effect of arc flow calculated by Tanaka’s model is
considered by using the one-way coupling model.
3. The calculated welding pool was shallow and exhibited
wide penetration for a positive temperature coefficient of
the surface tension. In contrast, the welding pool was deep
and exhibited narrow penetration for a negative tempera-
ture coefficient of the surface tension. The tendency for
the deformation of the welding pool was determined by
the developed MPS method.
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